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Cable Description 

10 Pair Unit Construction 
 

Conductor 
Nos. of Strands Strand Size Material 

1 0.64 mm PACW 

Insulation  Number of Pairs :  10, 20, 30, 50 and 100 pair options available 
Material :   Foam-Skin PE 

 

Part No: ETCxxx64JF 

Description 
Solid 0.64 mm PACW conductors, cellular PE insulated, twisted into 
pairs, unitized, cabled, jelly filled, PET taped, water blocked, rip cord, PE 
outer jacketed telephone cable. 

Applicable Standards AS/AC S-008, AS 1049, ANSI/TIA 568-C.2, ISO/IEC 11801-2, AS/NZS 
3080 

Suitable Applications 
For use as an outdoor analog and low bit rate xDSL telephone cable.  
Suitable for underground applications including direct burial. 

Cable Construction Drawing  

 
50 Pair cable shown. 
 

 
 
 
 
 

 
Other pair counts may have 
different constructions. 

 

   



 

  ETCxxx64JF-230714 

Insulation Colour Code (5 x 2 Matrix System) 

Pair # Wire 1 Wire 2  Pair # Wire 1 Wire 2 

1 White Blue  6 Red Blue 

2 White Orange  7 Red Orange 

3 White Green  8 Red Green 

4 White Brown   9 Red Brown  

5 White Grey  10 Red Grey 
 
 

Binders, 
Wrappings & 
Tapes 

Unit Binder :  

Unit 
Nos. 

10 Pairs 20 Pairs 30 Pairs 50 Pairs 100 Pairs 

ETC2064JF ETC4064JF ETC6064JF ETC10064JF ETC20064JF 

1 Blue Blue Blue Blue Blue 

2 - Orange Orange Orange Orange 

3 - - Green Green Green 

4 - - - Brown Brown 

5 - - - Grey Grey 

6 - - - - Blue/White 

7 - - - - Orange/White 

8 - - - - Green/White 

9 - - - - Brown/White 

10 - - - - Grey/White 

Overall Binder:  White 
Tape Wrapping :  Polyester Tape Coverage :   100% 
  Water Blocking Tape Coverage: 100% 
Rip Cord: Yes 

Sheath Material :  Polythene 
Colour :  Black 

 



 

  ETCxxx64JF-230714 

Product Code Number of Pairs Nominal Cable 
Diameter Nominal Wall Thickness 

ETC2064JF1000 10 11 mm 1.2 mm 
ETC4064JF1000 20 15 mm 1.2 mm 
ETC6064JF1000 30 18 mm 1.4 mm 
ETC10064JF1000 50 22 mm 1.5 mm 
ETC2064JF1000 100 30 mm 1.6 mm 

 

Electrical Properties 

Nom. Conductor DC Resistance @ 20°C 58 Ω/km 

Max. DC Conductor resistance unbalanced 5 % 

Min. Insulation Resistance @ 20°C  10,000 MΩ.km 

Mutual Capacitance @ 1KHz  49 pF/m 

Max. Capacitance Unbalance @ 20°C 330 pF/100m 
 
 

Temperature Rating 
Operating Temperature Range -15 to 70℃ 

 

Mechanical Properties & Supply Information 

Product Code Max. Pulling 
Tension 

Min. Bend 
Radius 

Approx. 
Mass Lengths 

ETC2064JF1000 460 N 110 mm 11 kg/100 m 
Available in lengths 
up to 1000m. 
 
Contact your nearest 
stockist for availability 

ETC4064JF1000 900 N 150 mm 21 kg/100 m 
ETC6064JF1000 1150 N 180 mm 35 kg/100 m 
ETC10064JF1000 2250 N 220 mm 59 kg/100 m 
ETC2064JF1000 4500 N 300 mm 96 kg/100 m 

 

 
 Madison reserves the right to make changes to the products described in this specification without 

prior notice 
 All values subject to factory tolerances 

 


